ELECTRICAL EQUIPMENT CHECKLIST

Event Name:







Company Name:








The inspection of the portable electrical equipment should include at least the following:

1. Casings not damaged or cracked

2. Switches working

3. Machine guarding firmly in place

4. Chuck key or other device available for tightening (hand tightening is not enough)

5. Cable connections tight, cable let into the plug

6. Cable in good condition, no exposed wires, repairs done properly & waterproof

7. Plug in good condition

8. Earth connected & continuous

Inspection items must be marked “OK” if in good condition, “X” if damaged, or “N/A” if not applicable.

Items marked “X” may not be used and must be removed from site.
	DESCRIPTION OF EQUIPMENT

(drill, grinder, skill saw, extension lead etc..)
	DATE OF INSPECTION

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	EQUIPMENT INSPECTOR’S SIGNATURE:
	
	
	
	
	
	
	
	
	


ELECTRICAL EQUIPMENT DEVIATION FORM
	DATE
	DESCRIPTION OF DEVIATION
	DATE CORRECTED
	SIGNATURE INSPECTOR

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


